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Custom Flange Gasket Specification 
Please fill out the appropriate sections of the following form in order for APS to manufacture your gasket correctly. 

 
SECTION A Type of Connection 

Flange #1 
Weld neck □ 

 
Blind Flange □ 

 
Slip-on □ 

 
                              Flange ID _____________  

 

Valve Connection □ 

 
 
Valve ID ________ 
 

 

Flange #2 

Weld neck □ 

 
Blind Flange □ 

 
Slip-on □ 

 
                              Flange ID _____________  

 

Valve Connection □ 

 
 
Valve ID ________ 
 

SECTION C 
Type of Material Needed Note: Check one type of material for 
each item. 

Gasket: Phe nolic             □ Seal:  Nitrile  □ 

Nitrile -Co a te d   Phe nolic  □                Vito n  

G10                              □                 PTFE 

Othe r:  ___________________                       EPDM        

Note: Only G10 gasket material with EPDM or PTFE seals are NSF61 approved. 
 

Sleeve:  G10                    □ Washer: Mic arta       □ 

               Inte g ral        □                            G10                      

                        Myla r               □                             

Ste e l 

         

□ 
                    G10 Inte g ra l    □                     

Sta inle ss 

 

Ste e l □ 

 

Othe r: 

    

Othe r: 

    
 

Quantity of seals (per side): Quantity of washers: 

Sing le  

                                                                              

Sing le  
 

Dup le x (Two ) 

                             

Do uble  

SECTION B Type of Gasket Needed 
 

Type E □                      Type F □               
Ga ske t O.D. = (OD o f Fla ng e )                                            Ga ske t O.D. = (BC-BH-1/ 16” ) 

 
SECTION D No te s: If fla ng e s a re  no t ide ntic a l, yo u must spe c ify b o th fla ng e  thic kne sse s fo r sle e ve  to  fit p ro pe rly; 

For Raise Face flanges: Please add the 
raise face thickness to the flange thickness 

when entering flange thicknesses below 

Sta nd a rd  Ca lc ula tio ns: THK# 1 + THK# 2 + (GASKET THICKNESS) + 0.0625 = STANDARD SLEEVE LENGTH. (Fo r Ga ske t thic kne ss, re fe r to  the  

a ppro pria te  APS pro d uc t b ro c hure ) 

 
NOMINAL SIZE  NOMINAL PRESSURE 

CLASS
 

ACTUAL GASKET I.D. ID   BOLT SIZE BS  
FLANGE I.D. Flg ID   SHOULDER BOLT 

DIAMETER (if used) SHO 
 

FLANGE#1 
THICKNESS THK#1 FLANGE O.D. OD  

BOLT CIRCLE BC   Number of Tapped Holes TH#  

BOLT HOLE QTY 
 

H# 
  SLEEVE LENGTH           

(if custom length) 
 

SL   
FLANGE#2 
THICKNESS 

THK#2 

RAISED FACE OD RFOD   SLEEVE LENGTH #2 
(for tapped bolts) SL  

BOLT HOLE SIZE BH   Comments: 
Company Name:    Signature:   Date:   

Disclaimer: This version may not be the most current revision. Please visit www.apsonline.com to verify that you are utilizing the most current revision. 

Backup Washer: 


